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TERMS / POLICIES / GENERAL INFORMATION: 
 

FIT and TOLERANCES:  All parts that M.O.R.E.Ê sells are the results of countless hours of 
research, testing, fitting and refining.  Jeep® vehicles have a wide tolerances from vehicle 
to vehicle. In addition to the factory tolerances, most people install aftermarket equipment 
(such as bumpers, winches, springs etc.)  M.O.R.E.Ê has done the best job we can to 
insure that our parts fit with all of the possibilities.   However, you may find it necessary to 
grind, elongate, bend, or force the parts that you purchase to fit on your rig.  Please use 
common sense when installing these parts, and understand that if you modify them in any 
way, shape or form, they are not returnable! 
 
ORDERING INFO: Please order by phone, fax or our website 

(www.mountainoffroad.com) . Our business hours are Mon.ñ Fri. 8:00 AM to 

5:00 PM mountain time zone.  Our Phone number is (877)-533-7229, fax is 970-625-3747.  If 
you choose to mail-in (US Postal Service) your order  our address is M.O.R.E.,  PO BOX 
690, Delta, CO  81416.   
 
TERMS OF PAYMENT:  Payments must be in U.S. funds only.  We accept Visa, MasterCard , 
American Express, Pay Pal and Discover Cards. If you choose to mail in your order send a 
cashiers check or money order plus shipping cost to get the products to you.  No personal 
checks.  No open accounts.  Colorado residents add 2.9% sales tax. 
 
SHIPPING:   We ship by UPS ,Some items can be mailed via  US Postal Service.  There will 
be a handling/packaging fee added to all orders. 
 
SERVICE:  M.O.R.E.Ê  has always prided itself with quick service. We attempt to ship all 
orders within 2 days from time the order is placed. Due to the specialty of some of our 
items there may be a delay of 1-2 weeks for delivery. 
 
DAMAGE CLAIMS: All orders are carefully packed, however, mishandling by the carrier can 
result in damage. The carrier has the responsibility for the shipment from the time it leaves 
our warehouse until it is delivered to you.   All claims for lost or damaged goods should be 
reported to the carrier, not to M.O.R.E.Ê LLC.  
 
RETURNS: No returns will be accepted without prior permission from M.O.R.E.Ê LLC. You 
must call for a Return Goods Authorization (RGA) number. Merchandise must be returned 
prepaid and insured. A claim must be made within 30 days from receipt of merchandise. 
The original invoice or a copy with the RGA number written on must accompany all returns. 
A 20% restocking fee will be charged on all parts returned for credit or refund unless mer-
chandise is proven to be defective or was shipped wrong by M.O.R.E.Ê LLC. No merchan-
dise will be issued credit or refund if it has been installed, modified, used in any way or is 
in unsalable condition.  
 
WARRANTY: All merchandise is warranted to be free from defects in materials and work-
manship prior to installation. Any alteration or improper use will void this warranty. Be-
cause all parts we sell are intended for use in heavy-duty applications it is not possible to 
warrantee or guarantee the performance of any items.  M.O.R.E.Ê LLC. produces and the 
products manufactured by others, which we sell may be subject to an infinite variety of 
conditions due to the manner in which they are used, serviced and/or installed. Purchasers 
and users of such products rely upon their own judgment as to the suitable use selection, 
service and installation of such products.  
 
PRODUCT DISCLAIMER: Modification of your vehicle to enhance performance with parts 
sold by   M.O.R.E.Ê  LLC. may create a dangerous condition which could cause serious 
bodily injury, and the buyer hereby expressly assumes all risks associated with any such 
modifications. All parts sold by   M.O.R.E.Ê LLC. are for racing or off road use only. Moun-
tain Off Road Enterprises LLC. will not accept responsibility for personal injury or property 
damage arising from the failure of any parts manufactured or sold by M.O.R.E.Ê LLC.  
 
Specifications are subject to change without notice. This catalog supersedes all previous 
catalogs. A separate price sheet should accompany this catalog.  
 
Jeep®, AMC®, CJ®, YJ®, TJ® , XJ®, LJ®, JK® Wrangler®, Cherokee®, Quadra-Trac® are 
registered trademarks of DaimlerChrysler. M.O.R.E.Ê is not affiliated with DaimlerChrysler. 
Johnny Joint® is a registered trade mark of Currie Enterprises. 
 
M.0.R.EÊ, BombProofÊ, S.R.S.Ê, SlipLocÊ, DoubleJointedÊ, RockProofÊ, are trade-
marks used by Mountain Off Road Enterprises, Inc. This catalog, and the M.O.R.E.Ê logo 
are copyright©, 2010. 
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TJ DEAD PEDAL 
 
9706DPDS(Drivers Side)  
9706DPPS(Passenger Side) 
M.O.R.E. has a new product for enhancing your comfort level while driving 
your TJ Jeep. This new easy bolt-in Dead Pedal helps with leg fatigue that 
many of us get while driving when you do not have a place to support your 
foot. Screws into floor board ( Drilling Required)  
and comes Powder Coated. Automatics only 

Jeep® CJ  FULL WIDTH AXLE KITS 

BombProofÊ  Block Brackets 
M.O.R.E.Ê Has the answer for the common 4.0L problem of either shearing the bolts or the bolts falling out of the factory 
block brackets ( Possibly causing damage to the block ). These new brackets use existing threaded holes in the block and 

with most applications will grab 4 additional holes. All Brackets come Bare Steel.      

BBXJ9101é. 1991-2001 XJ 4.0L Engine 
BBYJ9195é. 1991-1995 YJ 4.0L Engine  
BBTJ9799é. 1997-1999 TJ 4.0L Engine 
BBTJ0006é. 2000-2006 TJ 4.0L Engine 

 
Block Brackets will not work with 
Aftermarket Headers ! 

M.O.R.E.Ê Full width axle kit fits 1976-1986 JeepÈ CJôs. 
This kit is designed to work with full width axles measuring 
31-1/4ò or 31-1/2ò spring center to spring center.  It also 
incorporates our S.R.S. design and will lift your Jeep 1ò to 
1-1/2ò over stock height. Will work with any engine, stock 
or aftermarket bumpers and spring under or spring over 
applications.  Cutting, grinding and welding required ! 

 
7686-FWK20é. 1976-1986 CJôs with 2.0ò springs. 

 
7686-FWK20NPé. 1976-1986 CJôs with 2.0ò springs, 
(Bare Steel) 

 
7686-FWK25é. 1976-1986 CJôs with 2.5ò springs. 

 
7686-FWK25NPé. 1976-1986 CJôs with 2.5ò springs, 
(Bare Steel) 

FOR CJ, YJ, TJ, 

7686-FWK25 

9706LCABK 3.0 SPGHGR 

TJ,XJ Replacement  Frt. lower 
control arm brackets. 3/16ò mate-
rial fully welded with cam adjuster 
horseshoe. Welding required ! 

Universal 3ò wide spring 
hanger for most 2.5ò wide 
springs. 1/4ò material fully 
welded, Can be bolted or 
welded.  
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Jeep® SHACKLE REVERSAL SYSTEMS (S.R.SÊ)    
This information applies to both CJ and YJ vehicles. 

 

 Why install a S.R.S.Ê? Because it allows the front suspension to travel in a much more natural action when the 
spring compresses.  In stock form (shackles in front of the front axle) when the front tire comes in contact with an obstruc-
tion, the impact is partially transmitted back to the frame via the solid rear pivot point.  Reversing the pivot point to a point in 
front of the axle allows the impact to be better absorbed by the spring and shackle.  The result is a more natural suspen-
sion flow over the obstacle. At higher speeds, a smoother ride and improved handling is noticeable, less wandering and 
darting are some other advantages. 
 All M.O.R.E.Ê S.R.S.Ê have a very important design feature built into the front pivot brackets.  They move the 
front axle forward from the stock location. Why? When the shackle is reversed to behind the front axle, it will swing rear-
ward and the tire will move slightly aft as the suspension compresses.  Pushing the wheelbase forward will help keep the 
tire from contacting the fender during suspension compression.  This is the only correct way to build a reversal system. Due 
to the action of this suspension movement, the front drive shaft needs to have more slip-yoke travel then stock (almost dou-
ble!). With this in mind, the front drive shaft will have to have a longer travel slip-yoke installed by a professional drive line 
builder*. Also, a stock pitman arm may need to be retained (no drop) but will vary depending on the amount of lift you have 
on your Jeep®. 
 All bracketry is manufactured from .250ò thick steel, Laser cut , holes laser cut or punched (not drilled), and preci-
sion bent to exact tolerances, all on CNC equipment, assembled in fixtures and pulse-welded for superior strength. No 
wimpy stuff here! Built to handle the abuses of gung-ho Jeepinô. All hardware is included, and complete instructions with 
several pictures are provided. 
 For the do-it-yourselfers, we offer our S.R.S.Ê bare steel. None of the parts have been Powder Coated or zinc 
plated. This saves you money and allows you to customize your rig with any color you desire. 
 For the budget minded, we also offer them in ñKitò form. All of the pieces to build your own S.R.S.Ê  are included. 
If you are a welder/fabricator and can handle the assembly of the pivot brackets, weld them together by using your Jeep® 
frame as a jig. Weôve done all the cutting, punching of holes and slots, bending and most importantly, geometry for correct 
axle placement. All hardware is included (no powder coating or plating) along with detailed instructions for assembly.  
 The following pages detail the different S.R.S.Ê that M.O.R.E.Ê offers. Please read the information completely 
and you will find that your questions should be answered.  

The above photo shows a 1994 YJ Wrangler with a 3.5ò 
lift and stock shackles mounted in the factory stock loca-
tion.  

This photo is the same YJ with our S.R.S.Ê    installed 
with optional Lubeable Shackles(# LS9040). Notice 
how the axle is forward from the stock location. 

Stock Shackle 
 in front 

Shackle  
Reversed 

 M.O.R.E. Product Review from 4X4 Review.com  By Jody Campbell After installation, we took the 

jeep out for a test drive. A medium-speed drive down a washed out road was no longer a thrill ride! I can now control the jeep on 
washboards and the front end feels planted on the road. Off-road and in the rocks the Jeep feels smoother and compresses the front 
end much easier. I also gained an additional 1.5 inches of suspension droop, but am told this is not always gained with every Jeep. 
The truly amazing result of this kit is the highway and city driving. The Jeep now feels totally different, no darting, jolting or wandering 
when I hit a bump. In my opinion, this kit is the single best handling improvement you will ever make to your Jeep, both on road and 
off !!! JC  

  FOR CJ, YJ 



S.R.S.Ê for JeepÈ CJôs 

7686-1é..fits 1976-1986 Jeep® CJ-5, CJ-7, CJ-8 vehicles. Stock width springs (2ò) are required. The front pivot brackets 
are fully welded, powder coated, and ready to bolt into existing holes in your CJ frame. Spacers are provided for the pur-
pose of different winch mounting possibilities, and/or if you want to use our frame plates (FP300). The shackles provided in 
this system are 3/8ò thick steel, zinc plated gold. The mounting method for the shackles is unique with this system. You 
must drill a hole in each frame rail, then weld in  2ò wide steel tubes (see figure 1). Polyurethane bushings insert into the 
tubes which support the shackle plates. The shackles hang from each side of the frame rails. This method of attachment 
keeps the drive shaft and caster angles as close to stock as possible, and gives ample clearance for off road obstacles. 
This system will work with stock springs and after market ñliftò springs, however, it will not provide any lift in itself. It will work 
with springs under the axle (stock set-up) or if you have installed the springs over the axles (custom). We don't just use 
standard bolts in critical pivoting areas like our competitors, our bolts are greaseable that makes your system superior to 
others out on the market.  
 

New Stubby Frt. Brackets now Available ! These brackets gain you  1 7/8ò more clearance. 
  

7686-1NPé..Same as above except no powder coating or plating. You save money. 
7686-1SB*é..Same as above except with the Stubby frt. brackets.  
7686-1SBNP*é..Same as above except with the Stubby frt. brackets and no paint . You save money. 
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FIGURE 1 

7686-10é..fits 1976-1986 Jeep® CJ-5, 
CJ-7, CJ-8 vehicles. This S.R.S.Ê is in 
ñkitò form. All of the pieces to build your 
own shackle reversal system are in-
cluded. You simply weld the pivot brack-
ets together yourself. We don't just use 
standard bolts in critical pivoting areas 
like our competitors, our bolts are 
greaseable that makes your system su-
perior to others out on the  
market.  

7686-2é..fits 1976-1986 Jeep® CJ-5, CJ-7, CJ-8 vehicles. This system has all of 
the features as the 7686-1, however it comes with wider (2.5ò) tubes to insert in the 
frame so you can install the wider Jeep® YJ Wrangler springs. Why you ask? The 
Wrangler springs typically have a softer spring rate then CJôs adding flexibility and 
ride quality. This system comes with the pivot brackets fully welded and powder 
coated, all hardware and instructions included. Wider U-bolt plates not included. 
We don't just use standard bolts in critical pivoting areas like our competitors, our 
bolts are greaseable that makes your system superior to others out on the market.  
 
7686-2NPé.. Same as above except no powder coating or plating. You save 
money. 
7686-2SB*é..Same as above except with the Stubby frt. brackets. 

7686-2SBNP*é..Same as above except with the stubby frt. brackets and no coating.  
7686ð20é.fits 1976-1986 Jeep® CJ-5, CJ-7, CJ-8 vehicles. This SRS is in kit form. You weld the pivot brackets and in-
stall Wrangler springs under your CJ. None of the parts are coated. Wider U bolt plates not included. 
 
Notes: The use of the Stubby Front Brackets may lower the front end 1.5ò and increase the caster angle 3-4 degrees. This 
will depend on how the shackles are hung. 

Stubby Brackets 
Now Available 

  7686-1 

7686-10 

7686-2 

FOR CJ 

The use of the Stubby Front 
Brackets may lower the front 
end 1-1/2ò & increase Caster 
angle 3-4 degrees. This will 
depend on how the shackle is 
hung. 




